
  

    

 

 

 

FI-L – Dark Sky LED OUTDOOR FLOOD LIGHT - SQUARE 

 

              

F E A T U R E S  &  S P E C I F I C A T I O N  S H E E T  

Application 

The FI-L series LED fixture is an ideal choice for 
replacement of common HPS and Metal Halide Area 
lighting fixtures. It features Dark Sky Light 
Distribution, a high >0.98 power factor for cool, 
efficient, flicker-free operation. Common applications 
include: Parks, shopping malls, outlets, plazas, city 
halls and historic areas. 
 

Features 

● 24-inch Vandal Resistant Flood / Area Fixture 

● Die Cast Aluminum Housing & Hinged Top Frame 

● Bronze powder-coat finish over a chromate   

 conversion coating 
● Tempered flat clear glass lens with smooth 

 reflector 
● UL 1598 listed for wet locations – IP65 

● Type V distribution – Dark Sky friendly 

 
Performance 

A long lifecycle rating of 50,000 hours  
 

Warranty 

Fixture guaranteed for 5 years against Manufacturing 

defects.  
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MODEL WATTS 
*COLOR 

TEMP 
VOLTS 

L = 120-277v 
RETROFIT  

WATTS 
LUMENS 

DIMENSIONS 
W x D x L 

FI-L30 30w 5000k L 175W 4200Lms 24” x 10.25” x 24.5” 

FI-L40 40w 5000k L 250W 5600Lms 24” x 10.25” x 24.5” 

FI-L100 100w 5000k L 400W 14000Lms 24” x 10.25” x 24.5” 
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